B Series

97 x 94 x 33 mm

Dimensions Drawing
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Air Flow (CFM)

Rated | Operation | Rated @ Rated Air Air Noise
Bearing Voltage = Voltage | Current Speed @ Flow Pressure Level

System

Available Features (Optional)

Tachometer, Rotation Thermal | Pulse Width

izl e CFM mmH.O | dBA ' “Output | Detector = Control | Modulation

RBH9733S 6.0~13.8 0.80 3,300 | 28.5 26.8 55 | ° ° ° °
RBM9733S  Sleeve 6.0~13.8  0.50 2,800 24.0 17.8 51 ° ° ° °
RBL9733S 6.0~13.8  0.30 2,200 18.8 9.4 45 ° ° ° °
RBH9733B 12 6.0~13.8  0.80 3,300 28.5 26.8 55 ° o * *
RBM9733B Ball 6.0~13.8  0.50 2,800 24.0 17.8 51 e U . .
RBL9733B 6.0~13.8  0.30 2,200 18.8 9.4 45 ° U U U
RBH9733S2 12.0~27.6 | 0.55 3,300 28.5 26.8 55 ° U

RBM9733S2 Sleeve 12.0~27.6 0.35 2,800 24.0 17.8 51 ° U

RBL9733S2 o 12.0~27.6  0.20 2,200 18.8 9.4 45 ° U en
RBH9733B2 12:0=27-61880"55 3,300 28.5 26.8 55 ° .

RBM9733B2  Ball 12.0~27.6| 0.35 2,800 24.0 178 51 . O

RBL9733B2 12.0=27.6/ 0:20 2,200 18.8 9.4 45 ° U

RBH9733S4 24.0~55.2 0.30 3,300 28.5 26.8 55 . o

RBM9733S4 Sleeve 24.0~55.2 0.20 2,800 24.0 17.8 51 . U

RBL9733S4 24.0~55.2 0.15 2,200 18.8 9.4 45 U U

RBH9733B4 48 24.0~55.2 0.30 3,300 285 26.8 55 U U

RBM9733B4  Ball 24.0~55.2 0.20 2,800 24.0 17.8 51 ° U

RBL9733B4 24.0~55.2 0.15 2,200 18.8 9.4 45 ° o

@ All readings are typical values at rated voltage.

@ Specifications are subjected to change without prior notice.




