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Features: Drain hol
0.4— rain hole
e 2 ~ 24 circuits available B / I4.2
* Material: UL 94V-2 nylon 66 or UL 94V-0 L@@@Uﬁﬂ

600V volts rating (R.M.S.)

Current rating up to 9 amperes per circuit

Tin

Specifications:

[ ]
® Positive housing locks
[ ]

* Voltage rating: 600V AC, DC (R.M.S.)

e Dielectirc withstanding voltage: 1500V AC/minute

e Ambient temperature range: -40°C ~ 105°C
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Including temperature range 1
Ordering Information ( mm ) ( ¢ TR 9) 12.8
Circuits [ Dim. A [ Dim. B || Circuits [ Dim. A [ Dim. B
2 5.4 14 25.2 | 30.6
4 4,2 9.6 16 29.4 | 34.8 18-24PIN:A$0.55
6 84 [ 13.8 18 33.6 | 39.0
8 12.6 | 18.0 20 37.8 | 43.2 4
10 | 16.8 | 220 || 22 | 42.0 | 47.4 — [—4.2£0.05
12 21.0 | 26.4 24 46.2 | 51.6 5.540.1 ©co0o0co0co0co0o0o0o0000
M/ O 0O0OO0OOOOOOGO OO
Current rating & wire size: $1.410.05
Wire Size| Rated Circuits
AWG | Voltage| 2 |4 ~ 6]8 ~ 10]12 ~ 24 . .
#18 9A| BA | T7A BA P.C.B. hole dimensions
#20 250V 7JA| 6A 5A 5A
#22 SA[ 4A 4A 4A Pl
#24 4A| 3A 3A 3A o]
Compliant Hsm
Ordering Information — TOLERANGE =
PaﬁgNo. Feat - scf? = = s o WAFER STRAIGHT TYPE 2500(P
(Tin—plated) eature CH Bty skl X 4EMURLY WITH DRAIN HOLES TiN PLATED ROHS
W4505-XXPDSBT(W,R| With Drain Holes but without Mtg. Pegs ORTE WiEA S M |SFRT A4 SARTNO
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