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2.1 Out-Diameter   : 80.4 mm
���

2.2 Height              : 42.5 mm
���
length : 88mm
���

2.4 Weight : 430± 10 g
�	� 
 �

2.5 Operating Temperature range:
-20�+60 without loss of function�


���� � �
2.6 Store Temperature range:

-20�+70� without loss of function
����� � �

2. General

This product specification is applied to the Siren used for sounder in alarm
systems.Please contact us when using this product for any other applications than 
described in the above.
������������� �!"#$%��&'(�)*+,-.��/ 01
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1. Scope 
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Test condition : 15 ~ 35 � 25% ~ 85% RH, 860~1060 mbar
:;<=� � � � RH � mbar

3. Electrical and Acoustic Characteristics.
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Resonant Frequency
>?@A

Max.Rated Current
BC�D

Rated Frequency Range
BC@AEF

Voice Coil Impedance
GHIJ

Voice Coil Impedance
GHKL

Case Material/Color
MN�� OP

Magnet size
QNKL

Power Rating Peak
RSTA

Min.Sound Pressure Level
BC�U

Power Rating RMS
BCTA

Items
V�

1.4KHz± 10%

500~6500HZ

4 Ohm± 15%

Ø72*32*10 mm(Dia.* dia.*H)

107± 3dB(1 meter/1 W)

Specification
��

15W

20W

Ø 25.5 mm(Dia.)

ABS/Black
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4. Reliability Test

After being placed in a chamber with 90 to 95%R.H. at +40± 2
 for� 2 h and then being placed in natural condition for 2h , 

sounder shall be measured.

First being worked in a chamber with -20± 2  for� 2h and
then being placed in a chamber with -20± 2� for 16h, finally
being placed in natural condtion for 2h, sounder shall be
measured.

After being woked in a chamber with +60± 2  for� 2h and then
being placed in natural condition for 2h, sounder shall be 
measured.

3
Humidity Test

2

1

Low Temperature
Test

High Temperature
Test

Item Specification

After test(1~6item), the Electronic Siren S.P.L . difference shall be within ± 10dB, and the
appearance not exist any change to be harmful to normal operation(e.g.cracks,rusts,damages
and especially distortion).
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��;W
+-.�� +60± 2�;W�$�X
�  2	Y�Z[!\�

�U<=]^_2	Y[�`a:	

��;W +-.�� -20± 2�;W�$�X
�  2	Y�
�� 	Y�

Z[!\�
�U<=]^_2	Y[�`a:	

+-.����� 90-95%R.H���� 
 �;W�$ 2	
Y�Z[!\�
�U<=]^_ 2	Y[�`a:	

��;W

! V;W[������U��S! ± 10dB����������)�������
 !��"#$%& .

RS'(� m S2(10g),)*+,Y-� ms�.\/0)
*1;23,45 6�:;���

Under acceleration of peak100m/s 2(10g)7 half sine wave
pulse (pulse time is 16ms)condition.run into product 1000 times
continuously.

4
8*9:

Shock

;<� mm�@A� Hz =>?@ABCD;E 	Y�

;W[`a:	

Horn shall be measured after being applied vibration of 
amplitude of 1.5mm with 10to 30Hz band of vibration frequency
to each of 3 perpendicular directions for 2 hour.

FG�� cm,6>?@BCH�FG�����;W[`a:

	.

Horn packed in the carton are dropped in six direction from
the height of 50cm to the concrete floor.
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Vibration
Resistance
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Drop Test
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Audio Analyzer
(B
K)Type 2012

Power
Amplifier Microphone

(B
K)Type4134

Anechoic Room

Test speaker

100cm

5. Measurement Block Diagram & Response curve
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6.  Structure

No.
Part Name

�� Q'TY Material
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1

Feed back cover
G���

Housing material/color
MN
� OP

ABS/Black

ABS

1

2

KFC3744
KT-DD06A01-L200-3744

3

2
WIRE
�� UL1007 AWG20# BLACK



UL1007AWG 20# Black 80
.4

88.0

Ø72

200± 10

5± 1

42
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25 27

M5

97F804F/S
A

udiosystem
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X
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7. Dimensions

UNIT      : mm
Tolerance  : ± 0.5

FIRST ANGLE PROJECTION
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8. Packing

QTY: 24Pcs

360
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380X360X140
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Seal
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