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Features:

e 7 ~ 24 circuits gvailable

s Material: NYLON 66 UL94V-0 or UL94V-2 (OPTION) A
COLOR: “I” IVORY -- UL94V-0 o g L [
COLOR: “W” WHITE -- UL94V-2 (STANDARD) NONGOODAARHE

» Positive housing locks _J L_ o 1

e 600V volts rafing 4.2 B

e Current rating up to 8 amperes per circuils A 0.4 -

* 10 milliohms contact resistance B 12'5 e

» Mates with H5150 series housing i | c

e Recommended PCB thickness: .07 (1.78mm) max. = N 6.6 -

Specifications: 128 I C 1 ]

* Voliage rating: 600V AC, DC (R.M.S.) SR8 B B S A il

o Dielecfric withstanding voltage: 1500V AC/minute Sisa s lelstalslalaial L LS 5 D

® Ambient temperature range: —40 'C ~ 105 *°C %_355 55555%‘ ) L

including temperature rise A LA
, o ( % TR ) — l—30 —| 35
Ordering and Dimensional Information { mm ) E
Circuits {Dim. A|Dim. B|| Circuits [Dim. A{Dim. B #3.00£0.05~_ A0, 10—mq
2 54 || 14 | 252 | 30.6 % - —
4 4,7 9.6 18 284 | 348 ioooacooooooo 7.3040.08
6 8.4 | 13.8 18 33.6 | 38.0 1 PR S: f .
8 12,6 | 18.0 20 378 | 43.2
10 16.8 | 22.2 29 420 @ 47.4 3.50%0. 10I —| l4.20£0.10 #1.8010.05
12 21.0 | 264 24 | 46.2 | 51.6 PCB LAYOUT: COMPONENT SIDE
® Current rating and wire size: < N G
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