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AMaterial:
1.Insulator:High temperature thermoplastic
- UL94V-0,(BLACK LCP)

g_ 3 rc'>'> 6-1.50 2.Pho.Bronze:Plating,

-~ ham 50U" MIN NICKEL UNDERPLATED;
3-8U" GOLD ON THE CONTACT AREA;
100U" TIN PLATING ON SOLDER TAIL

% % % B.Electrical specifications:
G o & Voltage rating: 10 V AC
Current rating: 0.5A
Dielectric strength: 500V AC for 1
minute min
Q Insulation resistance: 1000 M ohm
- Contact resistance: 100 mill.ohm max
S Operation temperature: —25t to +95t
o Product withstanding rff low
N soldering 260t for 10s
C.Mechanical specieications:
3.1 Durability: 5000 cycles
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— , — B RECOMMENDED PCB PATTERN DIM.
1
4.20 TOLERANCE : £0.05
17.50 GENERAL TOLERANCE |pwe no. LZA0725-001 APPD: WND Scale | 1:1
22.20 X045 | x'%5 :
29.60 X Title 2.5H SPIN SIM CARD SMT CHKD: UNT mm
X035 | X127 OR: &=
XX£0.25 | x#1"  |petno. | ASMFS250M01BR135 Date | 2015/03/20
XXX£0.15 | xxx'10.5 *%Tﬁﬁéﬁfﬂ'—fﬂﬁﬁmﬁ\ﬁ
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