Material : Electrical :

(@) Hand : PA66 (UL94V-0) uL IEC

(b) Screws : Steel, Cr¥zn Plated 1.Rated Voltage : 300V 250V

(©) Current Carrier1 : Brass with Stainless Steel 2.Rated Current : 6.3A 6.3A

wire protect 3.Torque Value: M3, 4.43Lb.in M3, 0.5N.m

_ p 4.Wire Range: 22-14AWG 0.5-2.5mm?

(d) Housing : PA66 (UL94V-0) 5.Stripping Length : 6-7mm

@ Springl : Stainless Steel 6.Withstanding Voltage : AC2000V/1Min.

7.0perating Temperature : -40°C~+105°C

@ Cage : Brass Ni Plated

8.RoHS Compliance
@Wire Guard : Phosphor Bronze , Ni Plated »

9.Safty Approval : C€

o

@ Current Carrier2 : Brass , Ni Plated 10.Undimensioned Tolerances:
@ SpringZ : Stainless Steel Pitch Range In mm | Nominal Dimension Range In mm —|f\|ﬂ
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_ @ Color: 1 Grey(Standard For AH) @ AH--Standard(PA66)
21 @ Poles 2 Blue
02 02Contacts 3 Black
03 03Contacts 4 Green
i 5 Orange
10X(N-1)+20.6 | 05 05Contacts 6 Red
10X(N-1) . 7 Transparent
8 Yellow
10 9 White
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