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Feture: Safety BNC Male with 2x4mm Male Safety Socket

Material:
Body: Brass; Surface:Nickel plated
Rating:CATI 500V, CATII 150V/3A

Material:
Body: Brass; Surface:Nickel plated
Rating:CATI 500V. CATII 150V/3A
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c € Feture: Safety BNC Male with 2x4mm Female Safety Socket
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#2 3 Crocodile clip
[ 27.260.* N

#15 Material

#8355 Insulator: PA c €
F{kBody: §iBrass

F<m Surface: $#g$% Nickel plated

11t 4k Rated voltage/current
30Vac-60Vdc/Max.10A

27.257.*

#1/5& Material

¥855 Insulator: PA

F{kBody: § Brass

3<m Surface: #E4% Nickel plated
51 E Rated voltage/current
CATII 300V/Max.15A

#1/% Material
c € ¥835 Insulator: PA
F{k Body:  f Brass
F<m Surface: #$ Nickel plated
#5144k Rated voltage/current
CATII 300V/Max.15A

#1%& Material

¥835 Insulator: PA

F{kBody: i Brass

< Surface: 2 Nickel plated
S 14k Rated voltage/current
CATIII 1000V/Max.32A

c e # R Material
¥855 Insulator: PA
F1{kBody:  $d Brass
M Surface: 2 Nickel plated
S 4E Rated voltage/current
CATII 300V/Max.15A
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27.259.*

R Material

#2855 Insulator: PA

F{kBody: i Brass

F<m Surface: #g$% Nickel plated
#5144k Rated voltage/current
CATIII 1000V/Max.32A

# 5% Material

#8355 Insulator: ABS

F{k Body:  $M Steel

< Surface: $E$R Nickel plated
S M #E Rated voltage/current

30Vac-60Vdc/Max.19A

& Material

#2855 Insulator: PA

F{kBody: 4 Brass

F<m Surface: $#g$% Nickel plated
#5144k Rated voltage/current
CATIII 1000V/Max.32A
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