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Anschlussdiagramm / Wiring diagram Aderquerschnitt / Wire cross section
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Leiter / Conductor: 7/0.12BC x 1P + 7/0.16BC x 2C
Isolierung / Insulation

Aluminium Folie / Aluminum foil

Kabelgeflecht / Braid: 48/0.12AlMg
Mantel / Jacket: OD = 4.5 ± 0.2 mm
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USB AB 100 HiSpeed 2.0 TRANS 1m

Beschreibung / DescriptionArtikel-Nr. /
Item No.

USB AB 180 HiSpeed 2.0 TRANS 1.8m
68606
68972
68973

69972
69973

69606
USB AB 300 HiSpeed 2.0 TRANS 3m
USB AB 100 HiSpeed 2.0 TRANS 1m SB
USB AB 180 HiSpeed 2.0 TRANS 1.8m SB
USB AB 300 HiSpeed 2.0 TRANS 3m SB

1 m 
1.8 m 

3 m 
1 m 

1.8 m 
3 m 

Länge / 
Length (L)

Verpackung /
Packaging

Bulk

Retail 
Blister

Retail 
Polybag34151

33321

33070 USB AB 100 HiSpeed 2.0 TRANS 1m PL
USB AB 180 HiSpeed 2.0 TRANS 1.8m PL
USB AB 300 HiSpeed 2.0 TRANS 3m PL

1 m 
1.8 m 

3 m 

USB 2.0 Hi-Speed Kabel USB 2.0 Hi-Speed cable
- passend für viele Peripheriegeräte wie Drucker oder Scanner
- Hi-Speed Datenübertragungen bis 480 Mbit/s 

Anschlüsse:  USB 2.0-Stecker (Typ A), 
   USB 2.0-Stecker (Typ B)
Kontakte:  vernickelt
Material Mantel/Gehäuse: PVC
Nennspannung:  5 V 
AWG:   28 + 24
Anzahl Schirmungen:  2
Material Innenleiter: Kupfer (Cu)

- suitable for many peripheral devices such as printers or scanners
- Hi-Speed data transfers of up to 480 Mbps

Connectors:  USB-A 2.0 plug, 
   USB-A 2.0 socket
Contacts:  nickel-plated
Jacket/housing material:  PVC
Rated current:  5 V
AWG:   28 + 24 
Number of shieldings:  2
Inner conductor material : Copper (Cu)


