
 
 
 
 

HANYANG SEMICONDUCTOR CO., LTD. 株式會社韓陽半導體 

서울特別市 九老區 九老洞 1258 中央流通團地 나棟 3227 號 

TEL : 02)2611-2054   FAX : 02)2611-8221 

DATA SHEET for LED 

LY30240 

Part No. 

LY30240 

Emitting Color 

Yellow 

Lens’ Color 

Yellow Diffused 

 

 

 

 

 

 

 

 

Absolute Maximum Rating of Each Segment                               (Ta = 25℃) 

Parameter Symbol Maximum Rating Unit 

Power Dissipation PM 80 mW 

Continuous Forward Current IF 25 mA 

Reverse Voltage VR 6 V 

Operation Temperature Topr －25℃∼85℃ ℃ 

Storage Temperature Tstg －40℃∼100℃ ℃ 

Soldering Temperature : 2.0mm from Body for 3 seconds at 260℃ 

 

Electron-Optical Characteristics of Each Segment                         (Ta = 25℃) 

Parameter Symbol Min. Typ. Max. Unit Test Condition 

Luminous Intensity IV 10 25  mcd IF=20 mA 

Forward Voltage VF  2.1 2.5 V IF=20 mA 

Reverse Current IR   50 μA VR=5V 

Peak Wavelength λp  585  nm IF=20 mA 

Viewing Angle 2θ1/2  45  deg IF=20 mA 
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