
P/N: WTL6R12062
Ceramic resonator ZTB 

1．SCOPE 
 

This  specification is applied to the ceramics resonator used for communication. 

2．PART NO.   
PART NUMBER

1

 Mode  
 

WTL6R12062 ZTB455E 

 
3．Dimensions 
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4. TEST CIRCUI 
Parts shall be measured under a condition (Temp.:3~35℃. Hum.:45~85%) unless  
any  necessity to measure under a standard condition (Temp.:20 + 2℃. Humic.:65 + 5%) 
is occurred. 
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5. ELECTRICAL CHARACTERISTICS 
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6.  PHYSICAL AND ENVIRONMENTAL CHARACTERISTICS 
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Table  1 
Item   Limit Value 

 Center Frequency + 1.0 kHz  max 
Note: The limits in the above table are referenced to the initial measurements. 
 
 7. NOTICE 
7.1 Ceramic filter should be stored in storeroom .And the surrounding atmosphere is 
acidness,alkali-free and no other harmful impurity. 
7.2 The package for ceramic filter should be avoid the hit by rain and Snow,also the 
mechanical damage. 
7.3 This specification limits the quality of the component as a single unit .Please make 
sure that the component is evaluated and confirmed the drawing When it is mounted to 
your product. 
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