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SMD CRYSTALOSCILLATOR 

1． ELECTRICAL CHARACTERISTICS  

Standard atmospheric conditions 

Unless otherwise specified , the standard range of atmospheric  

conditions for making      

measurement and tests are as follow : 

Ambient temperature : 25±5℃ 

Relative humidity :   40%~70% 

If there is any doubt about the results , measurement shall be made within the following 

limits : Ambient temperature : 25±3℃ 
Relative humidity :  40%~70% 
Cutting Model : AT CUT 

 

    

Parameters Condition\Model Value 

Fan Out Type CMOS 

Supply Voltage 3.3v 

Frequency Range  8.000MHz 

Operating Temperature -20+70℃ 

Input Current 25mA max 

All condition ±50 ppm 

Symmetry AT 1/2 Vdd 45/55% 

Output Voltage 
Vol(max) 0.33V 

VoH(min) 2.97V 

Rise/Fall Time AT 0.1Vdd~0.9Vdd 10ns max 

Drive Ability CMOS load max 15pF 

Start-up Time Load RANGE  10ms max(15pF) 

E/D Function 

#1   OPEN PIN #3 ACTIVE 

#1 >=2.2V PIN #3 ACTIVE 

#1 <=0.8V   PIN #3 INACTIVE 

PAD Connection 

PIN#1 

E/D 
PIN#3 OUT 

PIN#2 

GND 
PIN#4 Vdd 

 

 



P/N: WTL3L12752  
SEAM SEALED OSCILLATOR 3.2*2.5mm SMD 

http://www.wtlcrystlas.com  Tel:86-755-82677582 Fax:86-755-82679302 

Page 3 of 9       @ by WTL International Limited (version 1) 

 

 

 

 



P/N: WTL3L12752  
SEAM SEALED OSCILLATOR 3.2*2.5mm SMD 

http://www.wtlcrystlas.com  Tel:86-755-82677582 Fax:86-755-82679302 

Page 4 of 9       @ by WTL International Limited (version 1) 

 

 

 

4．DIMENSION： 
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5． STRUCTURE ILLUSTRATION 
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6．PACKING 
 

TAPE SPECIFICATION (Unit: mm) 
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7．OUTLINE DIMENSION (Unit: mm) 

 

 

 

 

 

 

 

 

 

 

 

8．COVER TAPE ADHESION STRENGTH 
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9． SOLDERING REFLOW PROFILE 
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10． PACKING 

 

 


