THUNUEER

WIRE WOUND RESISTORS

KNP(Inductive)

F INTRODUCTION

KNP , Wire wound resistor,is with the features of superior heat (%) Superior heat resistance

F FEATURES

and pulse resistance as well as high reliability. it is suitable for © Superior pulse resistance il
high-power circuits of electronic devices. ©  High refiabiity _ e
© Can Offering Non-Inductive
QTS
E CONSTRUCTION F CHARACTERISTICS
Solder plated copper lead wire Test Items Speclﬁed Value
E Non-Flame Temp.coefficient of resistance +300PPM/'C
Color-coding Short time overload + (2%+0.0510))
End cap
Dielectric withstanding voltage No evidence of damage
Welded terminal High thermal conductive ceramic rod Insulation resistance Over 10°MQ
Terminal strength No evidence of damage
Moisture load life +(5%+0.0511)
Load life at 70°C +(5%+0.050)
I DERATING CURVE
1 Temperature cycling +(2%+0.050))
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F DIMENSIONS F SURFACE TEMP.RISE
Dimensions (mm
Ll Power | Resistance Range
TYPE L D d H st -
KNP1/2W | 9.0+1.0 32405 [ 0504002 | 2543 0.5W 0.01Q~6000
KNPTW | 12010 | 40+05 | 0.60£002 | 2553 W 0.010-6K _ /
KNP2W 150+1.0 | 50+10 | 0704002 [ 23+3 2w 0.010~12K O 20
KNP3aW 17.0£10 | 6.0£1.0 | 0.70+0.02 | 25+3 3W 0.010-15K g / =]
o |KNP4W 240+10 | 75+10 [ 070+0.02 | 25+3 4w 0.010-~15K g 150 e //,/
N |KNP5W 24.0+1.0 7.5+1.0 0.70+0.02 | 25+3 5W 0.01 0 ~20K g
= [KNP6W | 240%10 | 7510 | 0.70+0.02 | 25%3 | 6W 0.01 020K 3 g éﬁ
E |[KNP8W | 320410 | 85F10 | 0.70+0.02 | 2543 | 8W 0.010-25K g 1™ 7 ==
= |KNP1OW | 32.0+1.0 | 85+1.0 | 070+002 | 25+3 10W 0.010Q~30K @ e /
KNP12W 37.0+£1.0 8.51+1.0 0.70+0.02 | 25+ 12w 0.010~33K 50 =
KNP15W | 420410 | 85+1.0 [ 0704002 | 2543 15W 0.010-~36K
KNP20W 52.0+1.0 8.511.0 0.704+0.02 | 25+ 20w 0.010-47K
KNP3OW | 77.0+10 | 85+1.0 [ 0704002 | 25+3 30W 0.010~50K 0 20 0 80 80 1
KNP2WSS| 9.0+1.0 32405 0.50+0.02 | 25+3 1w 0.010-6K Rated Power(%)
KNP3WSS| 11.0+1.0 45+05 | 065+0.02 | 2543 2w 0.01Q-~12K
KNP5WSS| 150+1.0 | 50+1.0 | 0.7040.02 | 2343 3w 0.01Q~15K




