
DEEP, 2 PLACES

2-56 UNC THREADED 
HOLE X 5.00 [1.97] 
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11.00

0.30 x 0.25
[.012 x .010]

CONTACT TAIL  

2.50 x 0.70

SHELL TAIL
[.098 x .028]

3.23

.018
  0.45

.098
 2.50 

 3.50±0.20 
.138±.008

 6.20
.244

 

 2.50
.098

 
 5.83±0.25

.216
 5.48

.230±.010
 

 

 2.20
.087

.127
 

 
 2.75±0.25

.108±.010
 

.748
19.00

REF

.335
  8.50

 9.20
.362

 NOTES:

MATERIAL: 1.
ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2002/95/EC AND AMENDMENTS

OUTER SHELL:  DIE CAST ZINC ALLOY, NICKEL PLATED•
CONTACTS:  COPPER ALLOY, PLATED WITH 0.76 MICRONS [30u''] GOLD OVER 1.27 MICRONS •
[50u''] MINIMUM NICKEL ON THE MATING AREA WITH MATTE TIN OVER NICKEL ON THE TAILS.
USB HOUSING: ENGINEERING THERMOPLASTIC, FLAMMIBILITY RATING UL94V-0, GREY.•
USB SHELL & REAR SHIELD: COPPER ALLOY, NICKEL PLATED•
GASKET: PORON: BLACK. •

ENVIRONMENTAL PERFORMANCE PER IEC 60529 CODE IP67 FOR SEAL BETWEEN MATING AREA AND 2.
PCB SIDE OF CONNECTOR. GASKET PROVIDES SEAL TO INSIDE FACE OF ENCLOSURE PANEL.

CURRENT RATING: 1 A FOR SIGNAL POSITIONS 2, 3 & 4 OR3.
    1.8 A FOR POWER POSITIONS 1 & 5 WITH 0.5 A ON SIGNAL LINES

CONTACT RESISTANCE: 30 MILLIOHMS MAXIMUM.4.

OPERATING TEMPERATURE: -40°C TO +105°C.5.

MATING AREA COVERS PROVIDE ADDED PROTECTION. CONSULT WITH AMPHENOL CANADA FOR 6.
AVAILABILITY.

AMPHENOL PART NUMBER: MUSB-K152-30.
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1 DECIMAL PLACE
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C

REAR SHIELD

CONNECTOR

GASKET

MICRO-AB USB 

DIE CAST SHELL



.106±.004
2.70±0.10  

.031
0.80

 
2.98
.117
MAX.

PAD

.055
SOLDER

1.40

1.00

SOLDER
PAD

.039

RECOMMENDED P.C.B. LAYOUT
COMPONENT SIDE OF BOARD

±.003
1.00

0.65

±0.08

±.002.063
±0.05

8.50
.335

±0.05

.039

2.60±0.05

TYP.
.026±.002
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3.70

REF
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0.70±0.05
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MUSB SERIES RUGGED MICRO-AB 
USB RECEPTACLE, RIGHT ANGLE 

C

1        3         5

    

     2       4

RECOMMENDED PANEL CUTOUT

±.008.266
6.75

±.003.100
±0.082.54

±.005

.384
9.75±0.20

±0.20

±.008

15.00±0.13
.591

R1.25
.049

MAX.


