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Jv JVT CONNECTORS
CONNELTORS® JVT2501/2502 SERIES 25mm pitch wire to board connector

Specifications

eVoltage rating:250V AC, DC
®Current Rating:3A, AC, DC
®Withstand voltage:1000V AC/minute
@(Contact resistance:20mQmax
®[nsulation resistance:1000mQmin
®Temperature range:—25°C +85C
eCompliant with RoHS and REACH
eContact JVT for details
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JVT CONNECTORS

JV

CONNETTORS®

[ JVT2501H ]72.5mm Pitch housing

HOUSING

Part No.: JVT2501HNO-XX
Material: Nylon 66 UL94V-0
Mates With Part(s):JVT2501

=1,

JVT2501/2502 SERIES 2.5mm pitch wire to board connector

Terminal

JVT2501HNO-XX
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SECTION F-F SECTION F1-F1 SECTION F2-F2
JVT2501TP-SNS Phos Bronze Tin Plated AWGH#22~28 2.2mm(Max) JVT2501 HOUSING
PART NO Material Finish(Pin) | Wire Range Insulation O.D. | Mates With Part(s)
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JVT CONNECTORS

CONNECTORS® JVT2501/2502 SERIES 2.5mm pitch wire to board connector

[ JVT2502W ]72.5mm Pitch 90°Wafer-SMT TYPE

JVT2502WLP-XXSNR-S
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SUGGESTED PCB LAYOUT

JVT2502WLP-XXSNR-S | LCP UL94V-0 Brass Tin plating Phos Bronze | JVT2501 Housing
Material .
PART NO Material Material(Pin) | Finish(Pin) (Solder Tabs) | Mates With Part(s)

[ JVT2502W j72.5mm Pitch Wafer-SMT TYPE
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JVT2502WLP-XXSNC-S
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JVT2502WLP-XXSNC-S LCP UL94V-0 Brass Tin plating | Phos Bronze | JVT2501 Housing
Material .
PART NO Material Material(Pin) | Finish(Pin) (Solder Tabs) | Mates With Part(s)
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CONNECTORS® JVT2501/2502 SERIES 2.5mm pitch wire to board connector

[ JVT2502W j72.5mm Pitch 90°Wafer-DIP TYPE

JVT2502WNO-XXSNR-D
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JVT2502WNO-XXSN-S PA66 UL94V-0 Brass Tin Plated JVT2501 Housing
PART NO Material Material(Pin) Finish(Pin) Mates With Part(s)
[ JVT2502W j72.5mm Pitch Wafer-DIP TYPE
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JVT2502WN2-XXSNR-S PA66 UL94V-0 Brass Tin Plated JVT2501 Housing
PART NO Material Material(Pin) Finish(Pin) Mates With Part(s)
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