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FTASK:

- FBZ5: M12 A—code
FH 4

- HEAHK(40C): 4A

- FEEE: 250V

- BEhoraE: 2500V

- FRER 3

— #fEf: <10mQ

— #gEE: >100MQ

- HEFR BAAM12¥1

- X8 PVC, 2£RALI005
- &3 0.34mm’ (AWG22)
- B¥ELR: P67
- %R >100
— BERE: -25C
HEEE: 28
S TPU
Bkt PA
Fama fhe
- BHEERE 4

Technical specification:

— Series: M12 A-Code

— Number of contacts: 4

— Rated current (40C): 4A

— Rated voltage: 250V

— Rated impulse voltage: 2500V

— Pollution degree: 3

— Contact resistance: <10mQ

— Insulation resistance: >100MQ

— Connector locking system: screw M12*1
— Cable type: PVC , Black RAL 9005

- Wire gauge: 0.34mm” (AWG22)

— Degree of protection: IP67

— Mating cycles: >100

— Temperature range: —25C ... +85C
— Material of locking system: Metal
— Material of housing: TPU

— Material of insert: PA

— Material of contact: copper alloy

— Contact plating: Au
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Ex: Part code "M12-FO4A-T-L-PVC”,
the "L” represents the cable length, unit m.
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