6.40

5.0 Max Material: A
1.00 3 Housing: Thermoplastic Polyester Glass Filled ULJ4V-0,
2.54X15=38.10 Q2 Contacts: Copper Alloy, -
b —_— — — ] Lock: Copper Alloy.
EEEEErEErrrrtad Electrical Characteristics: 3
53 o Current Rating: 2 AMP.
4 5 RV S ’
49.36 - Dielectric Withstanding Voltage: AC 1000V For I minute. ||
40,00 Insulator Resistance: 1000MS min. at DC 500V,
6.00Z0:50 Contact Resistance: 20m¢ mas. at DC. 100m4, C
Operating Temperature: 53°C ~+125°C .
44.40%39 3.00 —
= | o *RoHS Compliant
(@] S
© N
) D
=
1 Option: e —
T e -
254 |V 32
— \ 0.50%0.60 —’H“o s E
Boardlock M —
o — ||
S +H
| 49.3610.10 | > C
2.54X15=38.10 | + F
1"{,’} ooooooooooooo\‘0
A 00000000000 3E . ~C = G
1 HSMZ, 7% F1 8B A A /A 3]
R P.C. Board Layout Compliant HSUAN MAO TECHNOLOGY CO., LTD.| |
N APPD. TOERACE  |PART NAME 3% 4
" Sgg “T5os | DIN41612 2.54mm DIP TYPE 180°
oWG ko g |25 | DUAL ROWS BODY 32P SIZE-A+B
%8 Betty ONT SIZE. 32P FEMALE DIP L=4.0mm ROHS H
e M APRTIO T 62 32FCBSXOR
2015/11/06 [** 1or1[i* A [|H & i
1 [ 2 [ 3 [ 4 [ 5 6 [ 7 | 8




