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(NO: GF—2468)

STYLE(/#h4%) 2468-11%0.16-1.62-BW 5 (A HEL:
SIZE (KRS 24AWG/2C-12C (TS) Pitch=1.62mm
RATING(%54K) 80°C 300V

Fﬁig:

Intermal wiring of electronic and electrical equipment( F, - HL 25 N B HE28)

Material(#4 ¥}) % 80°C PVC
CONDUCTOR | Size(¥i#%) 24AWG
SR Construction(45 1)) 11/0.16 £ 0.003mm
Condutor Diamcter(%4 & /M%) 0.6+0.05mm
2C 1.44 1+ 0.02*3.11 £ 0.03mm
3C 1.44 + 0.02%4.73 + 0.03mm
4C 1.44 + 0.02%6.34 + 0.03mm
5C 1.44 + 0.02%7.95 + 0.03mm
Diameter(¥M%) 6C 1.44 1+ 0.02%9.53 £ 0.03mm
INSULATION 7C 1.44 £ 0.02%11.17 £ 0.03mm
#% 8C 1.44 + 0.02%12.78 + 0.03mm
9C 1.44 + 0.02*14.39 + 0.03mm
10C 1.44 1 0.02*16 + 0.03mm
11C 1.44 1 0.02*17.61 + 0.03mm
12C 1.44 1+ 0.02%19.22 + 0.03mm
Color(Hift) blue with white
Un-aged Elongation(ZEH) >100%
PHYSICAL | INSULATION | (Z1Lil) Strongth(F;7K) >1.05kgf/mm “F-J5
PROPERTIES “a 2% After aging | Elongation(ZEfH) Un-aged65%Min
WV URFAE EWE) Strongth(P15K) Un-aged70%Min
CONDUCTOR RESISTANCE(5: 44 HBH) <89.40 ¢ /km 20°C
INSULATION RESISTANCE(4 2% Hi[H) >0.75M ¢ /km20°C
DIELECTRIC-WITHSTAND TEST (ifiif 335 2000V/min
SARK TEST(XAL M) 3000V

HEAT SHOCK TEST (Fuphahiilit)

AFZL Not any cracks (121 = 10°C/1H)

DEFORMATION TEST (AT

<50%(121 + 10°C/1H.250g)

COLD-BEND TEST (AZ5iiji:%)

AH-24 Not any cracks (-10°C/4H)
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