




Capacitance and Dimensions:

Part Number T.C. CAP. TOL. Dimension(mm)

D max F T max

d(±0.05)

DJ 10K2GY5P----

To

DJ 82K2GY5P----

10%

(Y5P)

10pF

To

82PF

K

10%

6.5

9.5 or 10 ±0.8 6 0.55

9.5 or 10 ±0.8 6 0.55

9.5 or 10 ±0.8 6 0.55

DJ 101K2GY5P---- 100PF 6.8 9.5 or 10 ±0.8 6 0.55

DJ 151K2GY5P---- 150PF 6.8 9.5 or 10 ±0.8 6 0.55

DJ 221K2GY5P---- 220PF 6.8 9.5 or 10 ±0.8 6 0.55

DJ 331K2GY5P---- 330PF 7.2 9.5 or 10 ±0.8 6 0.55

DJ 471K2GY5P---- 470PF 8.8 9.5 or 10 ±0.8 6 0.55

DJ 561K2GY5P---- 560PF 8.8 9.5 or 10 ±0.8 6 0.55

DJ 681K2GY5P---- 680PF 9.8 9.5 or 10 ±0.8 6 0.55

DJ 102K2GY5P---- 1000PF 10.0 9.5 or 10 ±0.8 6 0.55

DJ 102M2GY5V----

+30 ~-80%

(Y5V)

1000PF

M

20%

6.8 9.5 or 10 ±0.8 6 0.55

DJ 152M2GY5V---- 1500PF 7.8 9.5 or 10 ±0.8 6 0.55

DJ 222M2GY5V---- 2200PF 8.5 7.5 or 10 ±0.8 6 0.55

DJ 332M2GY5V---- 3300PF 10.2 9.5 or 10 ±0.8 6 0.55

DJ 392M2GY5V---- 3900PF 11.5 9.5 or 10 ±0.8 6 0.55

DJ 472M2GY5V---- 4700PF 11.5or12.5 9.5 or 10 ±0.8 6 0.55

DJ 471K2GY5U----

+22 ~-56%

(Y5U)

470PF

K

10%

M

20%

6.8 9.5 or 10 ±0.8 6 0.55

DJ561K2GY5U---- 560PF 7.8 9.5 or 10 ±0.8 6 0.55

DJ681K2GY5U---- 680PF 7.2 9.5 or 10 ±0.8 6 0.55

DJ102M2GY5U---- 1000PF 7.8 9.5 or 10 ±0.8 6 0.55

DJ152M2GY5U---- 1500PF 9.3 9.5 or 10 ±0.8 6 0.55

DJ222M2GY5U---- 2200PF 10.5 9.5 or 10 ±0.8 6 0.55

DJ332M2GY5U---- 3300PF 13.0 9.5 or 10 ±0.8 6 0.55

DJ392M2GY5U---- 3900PF 14.0 9.5 or 10 ±0.8 6 0.55

DJ472M2GY5U---- 4700PF 15.0 9.5 or 10 ±0.8 6 0.55


















