Tasma LED 24V dioda 5050

Gtéwne parametry:
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Schemat podtaczenia:

!E'

Waterproof strips without tubes
can stick directly with the 3M tape.
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Waterproof strips with tubes add 2 clips per meter,
3 pcs clips/2m, 4 pcs clips/3m......
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Symbol Micros Barwa $wiatta llo$¢ LED Strumien swietlny Wymiary Kolor podtoza Moc
OLTBC150B20b24s Biata ciepta (3000K) 150 1439 Im 10mm x 5m Biaty 33.6W
OLTBZ150B20b24s Biata zimna (6300K) 150 1683 Im 10mm x 5m Biaty 33.6W
OLTF150B20b24s RGB 150 620 lm 10mm x 5m Biaty 32w
OLTBC300B20b24s Biata ciepta (3000K) 300 3250 lm 10mm x 5m Biaty 2w
OLTBN300B20b24s Biata naturalna (4000K) 300 3600 Im 10mm x 5m Biaty 72W
OLTBZ300B20b24s Biata zimna (6300K) 300 3600 lm 10mm x 5m Biaty 2w
OLTF300B20b24s RGB 300 1750 lm 10mm x 5m Biaty 70W
OLTBN600B20b24s Biata naturalna (4000K) 600 7500 Im 15mm x 5m Biaty 144W
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