.\X}imwinToLong QUARTZ CRYSTAL,SERIESTGG
Glass Sealed Ceramic 6.0 x 3.5mm SMD

mFEATURE Y

« Leadless type.

« High reliable environmental performance

+ Designed for automatic mounting and reflow soldering
+ Emboss taping specification.

+ Available on tape and reel ,1000pcs perreel

&is RoHS
RELECTRICAL SPECIFICATIONS
. ftem Specifications
Frequency Range 8.000 MHz to 80.000 MHz
Load Capacitance(CL) Series, 16pF, 20pF, 30pF, 32pF, or specify
Frequency Tolerance (at 25°C}) + 10ppm ~ £ 50ppm or specify
Operating Temperature Range -10C-—+60%C (standard), -20T-—+70C,

-40C--+85T, or Specify
Frequency Stability Over Operating

Temperature Range +10ppm-~ = 50ppm or specify
Storage Temperaturs Range -55°Cto +125°C

Shunt Capacitance (Co) 5.0 pF Max

Drive Level 10 pW-100p W

Aging @25°C 1# year (Max} + 3ppm/year

Shack Baslctarion Drop test of 3 times oh 2mm

stainless plate from 75¢m height

*Please consult our sales representative for other specifications.

EEQUIVALENT SERIES RESISTANCE ( ESR) AND OSCILLATION MODE

8.000 MHz~10.000 MHz 70Max | Jrdamental 30.000MHz-45.000MHz  60Max urd Overtane
10.000MHz-30.000MHz ~ 40Max | rdamental 45.000MHz-80.000MHz  50Max  jrirdOvertone

REFLOW CONDITION

Total time :200sec Max.
Solder mslting point:185%¢
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