
AH ALUMINUM HOUSED WIRE WOUND RESISTORS 

PRECISION POWR RESISTORS 
Aluminum Housed ( Chassis Mount) 

FEATURE: 

• Hi gh power rating, sma l1      si ze  and  u I tra    prec is i on
• Standard wind i ng & non-i nductive w ind i ng types.
• High  stabi I ity,  strong construction.  

GENERAL SPEC: 
Wattage  Range:6 sty les to choose ranging from 

5 to  250 watts. 
Resistance Tolerance:10%, 5%, 3%, 2 %, 1%, 0.5% 
Operating Temperature Range:-55% to +275' c 
Dielectric  Strength:AH - 5AH - 10AH - 251000VAH - 50 

1500VAH - 100AH - 250 2500V 

Temperature Coefficient of Resistance: Standard T.C.: 
±30PPM/'c =  10Q  and up,±50PPM/'C = 1 to 9.99 Q ±9 
0PPM/'C= belo w  10 
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STAN DAR D E LEC TRICAL SPEC. 

MIL Wartagę 
Res i st ance R ange M.ĄX Wcrin� (g) Pr oper heat si nk (Q) (V) 

Type MAX AN AHN 
Style P.ati� ln auc t i ve Norrductie AH AHN We igh t (a luminumctassis) 

AH- 5 RE60 5 o. 05 -3k 0.1 -1 k 120 70 3 152X102X51Xlt 
AH-10 RE65 10 o. 02 -6k O. 03-2. 3k 245 180 7 152X102X51Xlt 
AH- 25 RE70 25 O. 012-15k O. 02-5. 5k 500 300 15 178X127X51Xlt 
AH-50 RE75 50 O. 01 -40k o. 02-12 k 1300 500 33 305X305X1. 5t 
AH-100 RE77 100 O. 4 -50k 0.12-25 k 1900 1340 450 305X305X3t 
AH-250 RE80 250 o. 6 -sok o. 15-40 k 2500 1750 800 305X305X3t 

PE RF ORMANC E 

Parameters Test Conaitions Spec i fi cat i ons 

Short T1 me 5X mattage rating• Ssec. 
AR± (O. 5X+O. 05 Q) 

Orer Loed MAX 
MO isture tenp  40'C moisture 95:0C 100v5COHr AR± (O. 5X+O. 05 Q) 
Res i stance MAX 
MO i stu re tenp 40'C moi stu re 95: 1/1 O X watt age fat i ng AR± (O. 5X+O. 05 Q) 
Load Li fe (1. 5Hr ON-O. 5Hr CFF) • Repeat 1 OOOHr MAX 

Loadlife 
AR± (1. 5X+O. 05QJ Load  Rating (Chassis mounted) (1. 

5Hr ON O. 5Hr OFF)  Repeat 1 COOHr MAX 

V10r at ton 
AR± (O. 5X+O. 05 Q) 1 Oe/ s-50c/ s-1 Oe/ s (Im i n)-2H 

reach of Parałleled and ri•htan•le MAX 
Heat 275'C 2Hr AR± (O. 5X+O. 05 Q) 
Res i stance MAX 

D1electr ie AH-5 AH-10 AH-25 1000V AR± (O. 2X+O. 05 Q) 
Strength AH-50 1500V MAX 

AH-100 AH-250 2500V 

Ensu I at I on 
Under the same  test condition of  
DieIectric  Strength. Load DC5DCV and    
neasure the 

1000MQmin 
Res i stance I nsu I at i on R. 

Tern 1na1 AR± (O. 2X+O. 05 Q) 
Strength MAX 

(1)Pul I  Test (30sec Nin)
AH-5 1 kg. AH-1 O 2. 3 kg. AH-25. AH-50 4. 5kg

(2)Torque Test ( 5-15sec)
AH-100 27kg • cm. AH-25036kg-cm 

Materials: 

Encapsulant: Si I icone 
Endcaps: Stainless steel 
Core:Ceramic  steatite or  alumina 
Housing:Aluminum with hardanodic  coating 
Element: Copper -nickel alloy,  nickel-chrome alloy or 
mangan e s e cop per 
Standard Tenminals: 5-50W Tinned terminals 

100-250W Threaded terminals



DIMENSIONS 

AH-75-300 

AHN-75-300 

CHINA TYPE 

TYPE 

AH-75 

AHN-75 

AH-100 

AHN-100 

AH-150 

AHN-150 

AH-200 

AHN-200 

AH-250 

AHN-250 

AH-300 

AHN-300 

A±l 

67 

98 

136 

155 

170 

128 

DIMENSIONS 

AH-5 AH-10 

AHN-5 AHN-10 

AH-25 AH-50 

AHN-25 AHN-50 

CHINA & TAIWAN 

SAME TYPE 

I 111111 

8±1 

48 

48 

48 

48 

48 

72 

TYPE 

AH-5 

AHN-5 

AH-10 

AHN-10 

AH-25 

AHN-25 

AH-50 

AHN-50 

o o o 

� � � 

I I I 
�, � I I 

G H J 

D I MENS I ONS (mm) 

C±0.5 D±0.5 E±0.5 F G 

22 17 26 4 16 

22 17 26 6 14 

22 17 26 6 12 

22 17 26 6 12.5 

22 17 26 6 20 

45 32 41 6 12 

+-- A---+ 

DI MENS I ONS (mm) 

A±l 8±0.5 C±0.5 D±l 

15 13 4 17 

20 17 6 23 

28 21 10 27 

50 23 10. 5 29.5 

AH 
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TWO HOLES 16 

35 35 14 

56 56 12 

65 65 12. 5

65 65 20 

52 52 12 

E±0.5 F G 
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13 10 14 

15 11 15.5 
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Rating A±2.5 B±l 
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 Dimensions (mm) 

D±o.5 E±o.5 F±o.5 G±l 
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 Dimensions (mm) 

E±o.5 F±0.5 G±l 

77 57 555 
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