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CX ZAFIEEEE ‘ CX series connector

CXRIIEZBAIIEEESEZH16. 24 (mm ) WA, EMtE3. 4. 5.
6. 7. 9. 12, 19, 20, 265 JLH, AEAMEEME, BRRLLEIZFHE
MRERE, BAHEEERENFHR. RBiREEZR,

CX series of connector has two specifications of diamter 16,24 (mm ) 3. 4.
5. 6. 7. 9. 12, 19, 20. 26 pins are cwailable It could be used for the power
connection of instruments,electrics and wireless equipments cables or crossing
wall clapboard.

fin % How to order

CX 16 Z

FHRRS: Series = T

HEAREAER: Panel mounted Size: 16, 24
16. 24
Shell type:
HNRREL, Z)straight apparatus type
Z) ERNEEK Z1) EXES%K Z1)straight electric cable type

fEfTEE < Number of contacts: <
3. 4. 5. 6, 7, 9, 12, 19, 20. 26 3. 4. 5. 6 74 9. 12, 19, 20, 26

ERSENHE: < The style of connecting <
K) R F) ERE with leads: K)screen G)non-screen

SRR, » . -
G) st M) $E7L AR pagts:

ERITEE (mm) 1, 1.5 < (Dr:ﬁrqﬁtﬁr.gf contacts:

(1) EHITIEEH Service environmental condition

INERE: —5‘5~+§5°C , Ambient temperature: -55~+85C

fill . i J‘JHEE%LE?SOHVS Collision: Acceleration 250m/s’

HITRE: £93%, BEAN+40T Relative humidity: Temperature is 40degress Centigrade
reach93%

&  Bh: MEREDA100m/s Vibration: acceleration reaches100m/s’

(2) FEEARFE Main technical character

FIERT: 5A Rated current: 5A

A : =5000MQ Insulation resistance: =5000MQ

Bt EZ: ¢ ¢1.5 Diameter of contact pair: ¢ 1 ¢1.5
#EfEERE :0.006MQ 0.0025MQ Contact resistance:  0.006MQ 0.0025MQ

ZH R~ Dimensions
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CX16Z3FG1 CX16Z4FG1  CX16Z5FG1 CX16Z7FG1
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CX16Z9FG1 CX24Z12FG1 CX24Z19FG1 CX24Z26FG1
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