RECOMMENDED LAYOUT FOR '9 VOLT' BATTERY

RECOMMENDED LAYOUT FOR 'AA' BATTERY USING
ONE SPRING (P/N 590) AND ONE BUTTON (P/N 596) CONTACT

.052 [1.32] DIA.

8.26.04

THIS DOCUMENT IS THE FROPERTY OF
KEYSTONE CTRONICS CORP. AND

SHALL NOT BE REPRODUCED, DISTRIBUTED
OR USED AS A BASIS FOR MANUFACTURE
WITHOUT PRIOR WRITTEN PERMISSION
FROM KEYSTONE ELECTRONICS CORP.

350 [8. 89] HOLE (3) PLS |=——— 2.070 [52.58]
175[445‘~l (r
J}\ 120 (3.05] 350 [889] —O— - ——— - O
I‘_ 500 [12.70] _’I 052 [1.32] DIA. J_JD JD
HOLE (TYP) 120 [3.05] —| |~ y
—=| 360[9.13] |=—
160 [4.06] —=~—= - 200 [5.07]
REF. |
450 [11.42] — 170 [4.32] —_
—  REF. —
+.010 [+0.25]
oo 150 [3.81]
= 120 [3.04] / ]
| o y '
047 [1.19]--»‘“«- ! | 045 [1.14]
| |~ 125[3.17
13.17) 416 [10.56] |=—
250 [6.34] —|~—= REF.

NOTE:

1. HEAT TREAT TO SPRING TEMPER.

CHANGE AS PER ECN 04-073

KEYSTONE ELECTRONICS CORP.

ASTORIA, N.Y. 11105-2017

10.7.02

CHANGE AS PER ECN 02-066

DATE

DESCRIPTION

PART NAME
'OV 'AA' 'N' SNAP-IN SPRING CONTACT
MATERIAL
.012 [.30] THK ANNEALED SPRING STEEL

FINISH DRN BY DATE
B TIN NICKEL PLATE |ees BL?\?NE 92800
A TOLERANCES :l: INCH [:‘: [I\/Hi]/l] ] CODE DWG NO.

DECIMAL .005 0.15
REV. SSSELJSITSA?)TF:{IERJI\;SE SPECIFIED C 5 9 0
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